
The best choice is clear.



Clear Viewtm LP Gas Cylinders

ÅTranslucent cylinder provides visible 
fuel level

ÅLightweight material is 50% lighter 
than outdated steel cylinders

ÅAward-winning design for innovation

ÅCorrosion-free, non-marring material

ÅEasy to transport with ergonomic 
handle and tip-proof flat base

ÅFire-tested  cylinder will never burst



Developed by RagascoAS

ÅLeading worldwide developer of composite LPG cylinders

ÅManufactures Clear View cylinders at high-volume 
production facility in Raufoss, Norway

ÅMost advanced production line for composite pressure 
cylinders

ïCombines the latest blow molding and injection molding 
machinery with state-of-the-art filament winding 
technology

Å ISO 9001:2000 certified



Manufacturing Process

Three-piece casing
injection molding
with mechanical 

joint

Test Process:
pneumatic 
pressure 

and tightness

Fiberglass layer
filament winding
and oven-curing

HDPE liner
blow molded



Three-Layer Construction

1 2

3

Seamless polymer 
liner contains

the gas

Fiber structure holds 
pressure and prevents 

bursting under 
extreme conditions

Fully integrated 
outer casing 

protects valve and 
pressure vessel and 
gives Clear View its 
unique appearance



1. Seamless Polymer Liner

ÅHigh Density Poly Ethylene (HDPE)

ÅSafer one-piece pressure vessel

ÅBlow molded in-house

ÅChemical-resistant

ÅGas-tight

ÅBoss with brass insert welded 
to liner

ÅPressure resistant to 2ς3 bar



2. Composite Layer

ÅFiberglass with vinylester resin

ÅFully automated in-house 
manufacturing process

ÅPressure-resistant

ÅChemical-resistant

ÅUV-resistant



3. Outer Casing

ÅThree-piece injection molded 
HDPE with mechanical joint

ÅProvides protection against 
impact

ÅStackable and easily handled

ÅMaintains appearance of Clear 
View cylinder for a lifetime of use



Corrosion Test: Clear View vs. Steel

Which would 
you rather have 
under yourgrill?

An accelerated corrosion test shows the impact of 
highly concentrated salt and high humidity exposure.



Valve/Cylinder Interface

Injection molded HDPE boss with brass insert

Brass insert covered 
by composite layer

HDPE Boss Brass Insert

Boss welded 
with liner



Valve/OPD Standard

D.O.T. Approved Overfill Protection 



Fire Resistance Test

Comparative fire 
test of Clear View 
vs. steel cylinder

RESULTS:

Clear View: 
Controlled LP gas 

burn off, 
NO EXPLOSION

Steel: 
EXPLOSION



Technical Specifications



Consumers Love Clear View!


